PROJECT DESCRIPTION PHASE CHART

I. GENERAL

This portion of the project involves the medification of the existing Traffic Signal at the _ NU CHANGE TO THE PHASING CHART
intersection of US 1 and Galilitin in Prince George’'s .County. The signal shall be "interconnected . :
to Hamitton Street / US 1 At to the north ond to Farragut to the south.

I1. INTERSECTION OPERATION

1. The intersection shalil continue to operate in a NEMA three-phase. pre-timed
mode, with the US 1 agpproaches running concurrently. The existing pedestrian phase
with pushbutton actuation across the north tegs of US 1 shall remain in operation. The
Gallatin Street approach shall continue o run in itTs own phase.

2. The exiéTing ful l-traffic—-actuated, eight-phase controller with all necessary equipment housed in a NEMA
size “5” pole-mounted cabinet shall remain in operation at this intersection.

I11. SPECIAL NOTES
1. The Contractor shall be responsibie for tferminating all signal cables,

excluding interconnect. To the appropriate terminals and shall properiy
. label each cabie.

WIRING DIAGRAM . | .

2. All controlier cabinet wiring will be performed by the S.H.A. Signal Shop
Contact Mr. Ed Rodenhizer at (410} 787-7650 seventy-two hours in
advance of intended work.

3. Al'l underground and overhead utilities shown on these plans are schematic only
and may not be complete. The Contractor shaill be responsible for notifying Miss Utility
prior to construction s¢ thot all utilities may be located in the field. If the Contractor
perceives that a conflict between the utilities and the traffic signal will occur, the
Contractor shall notify the Project Engineer immediately so that the confiict may be resolved.

EXISTING UNDERGROUND 1/C NORTH
TO HAMILTON ST / US 1 ALT
PROPOSED OVERHEAD 1/C

, EQUIPMENT LIST o ) ' SOUTH TO FARRAGUT ST
A. EQUIPMENT TO BE SUPPLIED BY S.H.A..
ITEM : :
NO. DESCRIPTION QUANTITY
| : , ' : ' WIR Y
THERE IS NO EQUIPMENT TO BE SUPPLIED BY THE SHA. | : [ L ——
' ‘ A - 12-PAIR VOICE GRADE INTERCONNECT
CABLE (SELF SUPPORTING)
B. EQUIPMENT TO BE SUPPLIED BY S.H.A..
ITEM
NO. DESCRIPTION QUANTITY
8027 Detectable warning system | 24 SF
) { truncated domes). '
8034 Furnish and install 3” electrical 35 .L.F.
conduit — galvanized riser.
8035 "Furnish and instali 3" 1 EA
' weatherhead. ' _
The contact persons for District #3 (Prince George's County
8040 Furnish and install 3” schedule 10 L.F. are as fol lows: ‘
80 rigid polyvinyl chioride — . '
+renched. Mr. Majid Shakib

Assistont District Engineer — Traffic
Phone: (301 513-7358

Mr. Wayne Mowdy
Assistant District Engineer — Maintenance
Phone: (301) 513-7304

c. EQUIPMENT TO BE REMOVED - Mr. Augie Rebish

Assistant District Enginser — Utility
Phone: (301) 513-7350

‘ Mr. Richard L. Daff, Sr.
THERE IS NO EQUIPMENT TO BE REMOVED. , : Chief, Traffic Operations Division
Phone: (410) 787-7630

’ Mr. Ed Rodenhizer
Signal Shop
410-787-7652

Mr. Sonny Bailey
Sign Shop
410-787-7670

@™ VARYLAND DOT - STATE HIGHWAY ADMINISTRATION
) Offlce of Trafflc & Safety

The power company represen+0+ive‘is:

\ Rionard Chiloat TRAFFIC ENGINEERING DESIGN DIVISION
PEPCO : ) "
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